
80
100
125
150
175
200
225
250
300
400
500

50-65
50-65
50-65
50-65
50-65
50-65
50-65
50-65
50-65
50-65
50-65

D + 120
D + 120
D + 120
D + 120
D + 120
D + 120
D + 120
D + 120
D + 120
D + 120
D + 120

1
2

1
2

1
2

1
2

1
2

1
2

1
2

1
2

1
2

1
2

1
2

DN

87 - 100
105 - 125
130 - 145
157 - 180
175 - 200
215 - 245
240 - 265
265 - 295
318 - 355

Range [mm]
D Dmin- max

H [mm] NotesFlange DN
from - to

Flanged pipe saddle
“RAPIDO UNIVERSAL DN80/500x50/65”
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MATERIALS:
- body - ductile cast iron protected   
  with epoxy powder coating 
- gasket - EPDM or NBR rubber
- bolts, washers, nuts stainless steel 
- stainless steel band
- rubber protection (on request)
- washer - galvanized steel
- optional: stainless steel

1

2
3-5

7
6

8 

USE:
For tapping on pipes made of different materials  

NOTE:
Flange 50/65 universally drilled

 Other dimensions on request

Idro Gas Engineering S.A.S.  Via Roma 101, 13010 Motta de’Conti (Vc), Italy, tel.:++390161780400 - 780444, fax:++390161780909 - 780411 
www.idrogasengineering.it   

The product has been certified  as suitable for contact with potable water.
Technical data sheet indicative and not binding, Idro Gas can change the informations contained in any moment without notice.
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